OAGT UAGT

C€

AGT Agos San. Tic. A5., Orgonize Sanayi Balgesi
3. Kiuim, 35. Cadde Antalya, 07 190 Tirkiye

15
Pur fe awzn Bl;l.-ur. Mo [/ Parbormires D e ptian Mo WTRO!

TS EN 14041: 2018 ‘e gore, AGT laminat parke tim

tipleri ve versiyonlan / All types and versions of AGT lominatess . . _—
flooring according to TS EN 14041: 2018

Kullanim Yeri / Place of use: Ig mekan/Interior i

Yangina Tepki / Reaction fo fire Ch-s1
Kayganlk / Slipperiness DS &
Formaldehit / Formaldehyde El /EO

(EN717-1 /TSEN 717-1)

Pentaklorofenol Kantitatif /
Pentachlorophenol quantitatives: DL 1

PERFORMANS BEYANI /| PERFORMANCE STATEMENT

UROUN TURUNUN TANIMLAYIC] / KiMLIK KODU |
PRODUCT TYPE iDENTIFICATION CODE / ID CODE

MNTRO1

EN 133259 ve EN 140412018 standardi baz
TR VE TANIMLAYICI iSARET . alinarak dretilen AGT NATURA parke tim tipken ve

ek - versiyonlan /
EXCE NI OESCRITINE 20 According to EN 13329 and EN 140412018 AGT

HATURA parquet all types and versions

KULLANIM AMACI | AMACLARI / E;Jm‘ll:?;*;éﬂ;lire gare ic mekan uygulamalar igin
f .

R TS O 14041:2018 floor covering for interio applications

iMALATCI I AGT Agac San.Tic.A.S. Organize San.

MANUFACTURER BolgesitANTALYA-TURKIYE

YETKILI TEMSILCiSi/
AUTHORIZED REPRESENTATIVE =

PERFORMANS DEGISMEZLIGININ DEGERLENDIRILMESI

VE DOGRULANMASI SISTEMISISTEMLERI ! EN 14041:2018'e gore Sistem 3/
ASSESSMENT AND VERIFICATION OF PERFORMAMNCE EM 14041:2018= gbre System 3
INWARIENCE SYSTEM / SYSTEMS

UYUMLANDIRILMIS STANDART /
HARMONIZED STANDARD

EN 14041:2018

OMAYLANMIS KURULUS / KURULUSLAR | . .
NOTIFIED BODY / BODIES Motified Body No 1389 — MENDELL, The Joinery

Products Testing Insiute in Ziin, Louky 304

| =t



OAGT

PERFORMANS BEYANI / PERFORMANCE STATEMENT
NTRO1

OAGT

BEYAN EDILEN PERFORMANS / PERFORMANSLAR / DECLARED PERFORMANCE/S

KARATERISTIGI /

OZELLIKLERI /
HARACTERISTICS

TEST BILGILERi / TEST
INFORMATION

PERFORMAMNS/SIN

CLASSIFICATION

UYUMLANDIRILMIS
STANDART /

IFLANDIRMA, / HARMONIZED

EN 13501-1°E GORE
YANGINA TEPKI /
REACTION TO FIRE

Test No. AB-001-T 13292-
13276 issued on 25.02.2022 -
TSE Construction Materials

STANDARD

T

EN 14041:2018

RESISTANCE ACCORDING
TO EN 13893

Textile Institute, Vaclavska 6,
Brmo

:\fi‘lORDING TO'EN'13501- Fire and Acoustics Laboratory Cyi-s1
EN 13893'E GORE KAYMA Test No. AZL-15/0538 issued "
DIRENCI / SLIP on 11.06.2015 AZL Mo 1000 — )

EN 14041:2018

EN 717-1' E GORE
FORMALDEHIT SINIFI/
FORMALDEHYDE CLASS
ACCORDING TO EN 717-1

Test Report Mo, AB-D001-T
izzued on 07.08.2020 402091
— TSE Construction Materials
Laboratory (Gebze)

TS ENT17-1

CENITR 14823:2203 E GORE
AH$AP-AZ _
KROMATOGRAFIK
YONTEMLE
PENTAKLOROFENOL
KANTITATIF TAYiNi /
QUANTITATIVE
DETERMINATION OF
PENTACHLOROPHENOL iN
WOOD - .
CHROMATOGRAPHIC
METHOD ACCORDING TO
CENITR 14823:2203

Test Mo. AZL-15/0538 issued
on 11.06.2015 AFL Mo 1000 —
Textile Institute, Vaclavska 6,
Brno

EN 14041:2018

<0,1mg/kg (ppm)

EN 12664'E GORE ISIL
DIRENG DEGERi / THERMAL
RESISTANCE VALUE
ACCORDING TO EN 12664

Test Report Mo, 443029 TSE
Ceney ve Kalibrasyon Merkezi
Baskanhd: Yapi Malzemeleri
Yangin ve Akustk
Laboratuvan MadanGga f Test
Mo, 443029 Headship Of Tze
Test And Calbration Center
Construction Matenals Fire
And Acoushics Laboratony
Cirectorate

EN 14041:2018

HALFA LF-01-201%9

Morth Carolina State University
Wood Product Laboratory,
Project number: WPL 20-1813

MaLFA Standards
Publication LF 01-2019

EPD EVRESEL URUN
BEYANI / ENVIRONMENTAL

PRODUCT DECLARATIONS,
EPD

EPD intemational AB Box 210
G0 SE-100 31, Stockholm
Sweden, EPD Registration
MNumber: S5-P-01315

SP-0191s EPD”
wwaLepdiurkey arg
I

IS0 14025 ve EN
15504:2012+A2:2019

[[3%]




OAGT

PERFORMANS BEYANI /| PERFORMANCE STATEMENT
NTRO1

KARATERISTIGI /
OZELLIKLERI /
HARACTERISTICS

TEST BILGILERi | TEST

INFORMATION

PERFORMANS/SIN
IFLANDIRMA [
CLASSIFICATION

OAGT

UYUMLANDIRILMIS
STANDART /
HARMONLZED

BLUE ANGEL

Cin the basis of the contract on
the use of the environmental
label no. 34338 based on DE-
UZ 176 Edition 2013

@ wwshiauer-engelda Lo
e er oo, el e

STANDARD

DIN IS0 16000 PART
3,6,9 AND 11 AMD DIM
EM 16516

Test Report Noo Maic-2021-
1015 Mae-2021-1015

(This is A Re-Evaluahon Of
Fezults Reporded In Maic-
2019-4505)

[EF iS5G DARS LaiR ST EEEUR"|

PA

EN 165316 150 16000
36,911 ASTM D5116
10 (FRENCH VOC
CLASSES)

VOC YONETMELIGI /
VOC REGULATION

HOHENSTEIN lab. GmbH Co.
KG, Teat Report Mo:
20.8.3.0380

ANTIBAKTARIYEL /

i %
AMTIBACTERIAL DIN EN 150 20743

ELEKTROSTATIK

OZELLIKLER/ _ o EN 1815
ELECTROSTATIC EN1081
PROPERTIES

TERMAL ILETKENLIK /_ o EN 12667
THERMAL COMDUCTIVITY EN 150 10456

Yukarndaki maddelerde, 30572011 zayih yonetmelik
(AB) geregince hazmlanmig olup, performans
tablosunu kargiladiina dair uyguniugu 11.06.2015

yien I-kam Helge tarihinde beyan edimistir

velveya Ozel Teknik
Belgelendirme /
Appropriate Technical
Documentation and !/ or
Special Technical
Documentation

Dokiman 06.05.2021(3.) tarihinde revize edilmigtir. /

It has been prepared in accordance with Regulation
{(EU} Ho 3052011 and has been declared on
11.06.2015 for its compliance with its performance
statement.

The document was revised on 06.05.2021(3.)

ISIM / NAME
GULTEKIN SILAHSOR

UNVAN /TITLE

ENDUSTRIYEL GELISIM VE KALITE DIREKTORU / I oy <3|
7 F s

INDUSTRIAL DEVELOPMENT AND QUALITY DIRECTOR W l.,"H-’I“""‘* T

ot
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DAGT QAGT

C€

AGT Agop Son. T, AS., Orgonize Sonayi Bolgesi
3. Kisam, 35. Codde Antoly, 07 190 Tirkiye

17
Performons Beyon Mo [/ Pectomonoe Dediarohion Ma: TR0

TS EN 14041: 2018 ‘e gore, AGT laminat parke tim
tipleri ve versiyonlan / All types and versions of AGT lominate =
flooring according to TS EN 14041: 2018 : g

Kullanim Yeri / Place of use: lg mekan/Interior

Yangina Tepki / Reaction fo fire Ch-s1

Kayganlk / Slipperiness DS =
Formaldehit / Formaldehyde E1 /EO .

(EN717-1 /TSEN 717-1)

Pentaklorofenol Kanfitatif / =
Pentachlorophenol quantitatives: DL oy

PERFORMANS BEYANI/ PERFORMANCE STATEMENT

URON TORUNON TANIMLAYICI / KIMLIK KODU | Sk
PRODUCT TYPE IDENTIFICATION CODE ! ID CODE

EN 13329 ve EN 14041:2018'e standard) baz
alinarak Gretilen AGT COMCEPT parke taom tipleri
ve versivonlkar /

According to EN 13329 and EN 14041:2018 AGT
COMCEPT parquet all types and versions

EN 14041:2018%¢ gdre i¢ mekan uygulamalari igin
zemin kaplama /

14041:2018 floor covering for interio applications

iMALATi;I / AGT Agdat San.Tic. A5, Organize San.
MANUFACTURER Bolgesl ANTALYA-TURKIYE

TUR VE TANIMLAYICI iSARET /
TYPE AND DESCRIPTIVE SiGN

KULLANIM AMACI f AMACLARILS
PURPOSE f PURPOSES OF USE:

YETKILI TEMSILCISi/
AUTHORIZED REPRESENTATIVE

PERFORMANS DEGISMEZLIGININ DEGERLENDIRILMESI

VE DOGRULANMASI SISTEMI/SISTEMLERI / EN 14041:2018'e gdre Sistem 3 /
ASSESSMENT AHND VERIFICATION OF PERFORMANCE EM 14041:2018'e gdre System 3
INWARIENCE SYSTEM / SYSTEMS

YUMLANDIRILMIS STANDART [
HARMOMIZED STANDARD

EN 14041:2018

ONAYLANMIS KURULUS / KURULUSLAR / Moftified Body No.1021 — Textiini zkugebni dstav,
HOTIFIED BODY { BODIES 5.p. Vaclavska 6 658 41 Bmo Czech Republic




OAGT

PERFORMANS BEYANI/ PERFORMANCE STATEMENT
CNPO1

DAGT

BEYAM EDILEN PERFORMANS /| PERFORMANSLAR / DECLARED PERFORMAMNCE/S

KARATERISTIGI/

OZELLIKLERI /
HARACTERISTICS

TEST BILGILERI  TEST
INFORMATION

PERFORMANSISIN

CLASSIFICATION

UYUMLANDIRILMIS
STANDART /

IFLANDIRMA / HARMONIZED

EN 13501-1°E GC_)RE
YANGINA TEPKI /
REACTION TO FIRE
ACCORDING TO EN 13501-
1+ A1

Test No. AB-001-T 13292-
13276 issued on 25.02.2022 -
TSE Construction Materials
Fire and Acoustics Laboratory

STANDARD

EN 14041:2018

EN 13893'E GORE KAYMA
DIRENCI / SLIP
RESISTANCE ACCORDING
TO EN 13893

Test Mo, AZL-17/0582 issued

on 30.06.2017 AZL Ho 1000 -
Textile institute, Vaclavska 6,

Brno

EM 14041:2018

ns

EM 717-1' E GORE
FORMALDEHIT SIMIFI /
FORMALDEHYDE CLASS
ACCORDING TO EN 717-1

Test Report No. AB-0001-T
issued on 07.08.2020 402091
— TSE Construction Materials
Laboratory (Gebze)

TS EN T17-1

HCHO

CEN/TR 14523:2203 E GORE
AHSAP-AZ ]
KROMATOGRAFIK
YONTEMLE
PENTAKLOROFENOL
KANTITATIF TAYINI /
QUANTITATIVE
DETERMINATION OF
PENTACHLOROPHENOL iN
WooD - ]
CHROMATOGRAPHIC
METHOD ACCORDING TO
CEN/TR 14823:2203

Test No. AZL-17/05382 issued

on 30.06.2017 AZL Mo 1000 -
Textile Institute, Vaclavska 8,

Brno

DL
m EN 14041:2018

<0,1mg/kg (ppm|

EN 12664'E GORE ISIL
DIRENG DEGERI / THERMAL
RESISTANCE VALUE
ACCORDING TO EN 12664

Test Report No. 443041 TSE
Deney ve Kalibrasyon Merkezi
Baskanhd! Yap: Malzemeleri
Yangin ve Akustik
Laboratuvan Madaraga / Test
Mo. 443041 Headship Of Tae
Test And Calbration Center
Construction Matenals Fire
And Acoustics Laboratory
Directorate

EM 14041:2018

TERDEN EFVA YA
LIPEN
=EETING 57 STEW

MALFA LF-01-2019

Morth Carolina State University
Wood Product Laboratory,
Project number: WPL 20-1813

MALFA Standards
Publication LF 01-2019

EPD CEVRESEL URUN
BEYANI / ENVIRONMENTAL
PRODUCT DECLARATIONS,
EPD

EPD international AB Box 210
B0 SE-100 31, Stockholm
Sweden, EFD Registration
MNumber: 5-P-01915

5-P-01915 EPD” IS0 14025 ve EM
waw.apdturken. org 15804 2012+82-2019
]

I



QOAGT

PERFORMANS BEYANI/ PERFORMANCE STATEMENT
CNPo' DAGT

KARATERISTIGI /
OZELLIKLERi /
HARACTERISTICS

TEST BiLGILERI / TEST
INFORMATION

UYUMLANDIRILMIS
STANDART /
HARMONIZED

PERFORMANS/SIN
IFLANDIRMA /
CLASSIFICATION

BLUE ANGEL

Cn the basis of the contract on
the use of the environmental
label no. 34338 based on DE-
UZ 176 Edition 2013

STANDARD

Wi Murmel ' DIN ISO 16000 PART
st ssisau:3,6,9 AND 11 AND DIN
o EN 16516

VOC YOMETMELIGI/
VOC REGULATION

Test Report No: Maic-2021-
1015 Maic-2021-1015
(This is A Re-Evaluation Of
Results Reported In Maic-
2019-45805)

ANTIBAKTARIYEL /
ANTIBACTERIAL

HOHEMSTEIN lab. GmbH Co.
kG, Test Report Mo:
20.8.3.0380

[EMIERI N DARS L' INTERIEIE|

EM 16516 IS0 16000
A + 3,6,9,11 ASTM D5116-
- 10 {(FRENCH YOC
S L CLASSES)

DIN EM 150 20743

ELEKTROSTATIK

OZELLIKLER / — EN 1815
ELECTROSTATIC EN1081
PROPERTIES

TERMAL ILETKENLIK | —— EM 12667
THERMAL CONDUCTIVITY EN ISO 10456

Uygun Teknik Belge
velveya Ozel Teknik
Belgelendirme [
Appropriate Technical
Documentation and 7 or
Special Technical
Documentation

Yukandaki maddelerde, 30572011 sayih yénetmelik
(AB) geregince hazidannig oclup, performans
tablosunu karsiladigina dair uygunlugu 28.04.2017
tarihinde beyan ediimistir.

Dokdman 06.05.2021(3.) tarihinde revize edilmistir. /

it has been prepared in accordance with Regulation
(EU)} Mo 3052011 and has been declared on

11.06.2015 for itz compliance with its performance

statement.

The document was revised on 06.05.2021(3.)

iSiM / NAME
GULTEKIN SILAHSOR

UNVAN /TITLE

ENDUSTRIYEL GELISIM VE KALITE DIREKTORU / "1?3332‘“* s
INDUSTRIAL DEVELOPMENT AND QUALITY DIRECTOR s

Tl | i

'|.-"'|L1
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UAGT OAGT

AGT Agag San. Tic. A.§. .Organize Sanayi Bolgesi 3. Kisim, 35. Cadde
Antalya, 07190 Tiirkiye
19 Ust Koplor

Performans Beyan No / Performance Declaration: EFFCTO01

EN 14041: 2004 / AC: 2006 ‘e gore, AGT laminat parke tim tipleri ve versiyonlari /
All types and versions of AGT laminate flooring according to EN 14041: 2004 / AC:
2006

Kullanim yeri / Place of use: Ic mekan / Interior

Yangina tepki / Reaction to fire: Cfl-s1

Kayganhk / Slipperiness: DS

Formaldehit / Formaldeyhde:
(EN 717-1 / TS EN 717-1) E1/EO0

Pentaklorefenol kantitatif /
Pentachlorophenol Quantitatives: DL

PERFORMANS BEYANI/ PERFORMANCE STATEMENT

URUN TURUNUN TANIMLAYICI / KIMLIK KODU /
PRODUCT TYPE IDENTiFICATION CODE / ID CODE

EFFCTO1

EN 13329 ve EN 14041: 2004 / AC: 2006’
standardi baz alinarak uretilen AGT EFFECT
parke tim tipleri ve versiyonlari /

According to EN 13329 and EN 14041: 2004 / AC:
2006 AGT EFFECT parquet all types and versions
EN 14041: 2004 / AC: 2006’e gore i¢c mekan
uygulamalari igin zemin kaplama /

14041:2018 floor covering for interio applications

IMALATCI / AGT Agac San.Tic.A.S. Organize San.
MANUFACTURER Bolgesi/ANTALYA-TURKIYE

TUR VE TANIMLAYICI iSARET /
TYPE AND DESCRIPTIVE SIGN

KULLANIM AMACI / AMACLARI /
PURPOSE / PURPOSES OF USE:

YETKILI TEMSILCIsi /
AUTHORIZED REPRESENTATIVE

PERFORMANS DEGISMEZLIGININ DEGERLENDIRILMESI

VE DOGRULANMASI SISTEMI/SISTEMLERI / EN 14041: 2004 / AC: 2006’e gére Sistem 3 /
ASSESSMENT AND VERIFICATION OF PERFORMANCE  EN 14041: 2004 / AC: 2006’e gére System 3
INVARIENCE SYSTEM / SYSTEMS

UYUMLANDIRILMIS STANDART /
HARMONIZED STANDARD

EN 14041: 2004 / AC: 2006

ONAYLANMIS KURULUS / KURULUSLAR / Notified Body N0.1389 — MENDELU, The Joinery
NOTIFIED BODY / BODIES Products Testing Insitute in Zlin, Louky 304

I~



OAGT

PERFORMANS BEYANI / PERFORMANCE STATEMENT
EFFCTO1

OAGT

BEYAN EDILEN PERFORMANS / PERFORMANSLAR / DECLARED PERFORMANCE/S

KARATERISTIGi /
OZELLIKLERI /

HARACTERISTICS

TEST BILGILERI / TEST
INFORMATION

PERFORMANS/SIN

UYUMLANDIRILMIS
STANDART /

IFLANDIRMA / HARMONIZED

CLASSIFICATION

EN 13501-1’E GORE
YANGINA TEPKIi /
REACTION TO FIRE
ACCORDING TO EN 13501-
1+ Al

Test No. AZL 19/0098 issued
on 20.02.2019 ATL No. 1001-
Textile Testing institute,
Vaclavska 6, Brno

STANDARD

EN 14041: 2004 / AC:
2006

EN 13893’'E GORE KAYMA
DIRENCI / SLIP

Test No. 1389-CPR-002-19
issued on 02.04.2019 ATL

EN 14041: 2004 / AC:

FORMALDEHYDE CLASS
ACCORDING TO EN 717-1

— TSE Construction Materials
Laboratory (Gebze)

RESISTANCE ACCORDING No0.1030.1 — MENDELU, 2006

TO EN 13893 workplace Brno, Lesnicka 39

EN 717-1" E GORE Test Report No. AB-0001-T

FORMALDEHIT SINIFI/ issued on 07.08.2020 402091 TS EN 717-1

CEN/TR 14823:2203 E GORE
AHSAP-AZ
KROMATOGRAFIK
YONTEMLE
PENTAKLOROFENOL
KANTITATIF TAYINi /
QUANTITATIVE
DETERMINATION OF
PENTACHLOROPHENOL iN
WOOD -
CHROMATOGRAPHIC
METHOD ACCORDING TO
CEN/TR 14823:2203

Test No. AZL-N-001-19 issued
on 12.03.2019 ATL No0.1030.1
— MENDELU, workplace Brno,
Lesnicka 39

EN 14041: 2004 / AC:

PCP 2006

<0, 1mg/kg (ppm)

EN 12664’E GORE ISIL
DIRENG DEGERI / THERMAL
RESISTANCE VALUE
ACCORDING TO EN 12664

Test Report No. 443030 TSE
Deney ve Kalibrasyon Merkezi
Baskanligl Yapi1 Malzemeleri
Yangin ve Akustik
Laboratuvari Madurlugu / Test
No. 443030 Headship Of Tse
Test And Calibration Center
Construction Materials Fire
And Acoustics Laboratory
Directorate

EN 14041: 2004 / AC:
2006

UYGUN/

HEATING SYSTEM

NALFA LF-01-2019

North Carolina State University
Wood Product Laboratory,
Project number: WPL 20-1813

NALFA Standards
Publication LF 01-2019

N




OAGT

PERFORMANS BEYANI / PERFORMANCE STATEMENT
EFFCTO1

KARATERISTIGI /
OZELLIKLERI /
HARACTERISTICS

TEST BILGILERI / TEST
INFORMATION

PERFORMANS/SIN

IFLANDIRMA /

CLASSIFICATION

OAGT

UYUMLANDIRILMIS
STANDART /
HARMONIZED
STANDARD

EPD GEVRESEL URUN
BEYANI / ENVIRONMENTAL
PRODUCT DECLARATIONS,

EPD international AB Box 210
60 SE-100 31, Stockholm
Sweden, EPD Registration

S-P-01915 EPD*
www.epdturkey.org

ISO 14025 ve EN
15804:2012+A2:2019

EPD Number: S-P-01915

On the basis of the contract on
the use of the environmental
label no. 34338 based on DE-
UZ 176 Edition 2013

Test Report No: Maic-2021-
1015 Maic-2021-1015
(This Is A Re-Evaluation Of
Results Reported In Maic-
2019-4905)

www.blauer-engel.de/uz1

+ low emissions and polutants DIN ISO 16000 PART
'w.ocdir.cm STJStaIn’ﬂDE! Ic'ntst' 3,6,9 AND 11 AND DIN
- no adverse impact on health i EN 16516

living environment

BLUE ANGEL

EN 16516 ISO 16000
3,6,9,11 ASTM D5116-
10 (FRENCH VOC
CLASSES)

VOC YONETMELIGI /
VOC REGULATION

HOHENSTEIN lab. GmbH Co.
KG, Test Report No:
20.8.3.0380

ANTIBAKTARIYEL /

ANTIBACTERIAL DIN EN ISO 20743

Test Report No: 2021271266
Eurolab Turcert Teknik Kontrol
ve Belgelendirme A.S /
Eurolab Turcert Technical
Control and Certification Inc.

MIGRASYON TESTi /

MIGRATION TEST TS EN 13130-1

ELEKTROSTATIK

OZELLIKLER/ NPD EN 1815
ELECTROSTATIC EN1081
PROPERTIES

TERMAL ILETKENLIK / NPD EN 12667
THERMAL CONDUCTIVITY EN ISO 10456

Yukaridaki maddelerde, 305/2011 sayil yénetmelik (AB)

Uygun Teknik Belge geregince hazirlanmig olup, performans tablosunu
velveya Ozel Teknik karsiladigina dair uygunlugu 02.04.2019 tarihinde beyan
Belgelendirme / edilmistir.

Appropriate Technical

Documentation and / or
Special Technical
Documentation

Dokiuman 25.02.2022(4.) tarihinde revize edilmistir. /

It has been prepared in accordance with Regulation (EU) No
305/2011 and has been declared on 02.04.2019 for its
compliance with its performance statement.

The document was revised on 25.02.2022(4.)

ISiM / NAME )
GULTEKIN SILAHSOR

lw



UAGT OAGT

UNVAN/TITLE o
ENDUSTRIYEL GELISIM VE KALITE DIREKTORU /
INDUSTRIAL DEVELOPMENT AND QUALITY DIRECTOR

I~



QAGT 0AGT

AGT Agag San. Tic, A.S., Organize Sanayi Bslgesi
3. Kisim, 35. Cadde Antalya, 07190 Tirkiye

17

Performans Beyan No / Perfomance Declaration No: BLLO1

TS EN 14041: 2018 ‘e gore, AGT laminat parke fim
tipleri ve versiyonlar: / All types and versions of AGT laminate
Hooring according to TS EN 14041 2018

Kullanim Yeri / Place of use: ic mekan/Interior
Yangina Tepki / Reaction to fire: Ch-s1

Kayganlik / Slipperiness: DS
Formaldehit / Formaldehyde: E1/EO

[EN717-1 /TSEN 717-1)

Pentaklorofenol Kantitatif / an
Pentachlorophenol quantitatives: DL

PERFORMANS BEYANI/ PERFORMANCE STATEMENT

URUN TURUNUN TANIMLAYICI / KIMLIK KODU /
PRODUCT TYPE iDENTIFICATION CODE / ID CODE

BLLO1

TUR VE TANIMLAYICI iSARET /
TYPE AND DESCRIPTIVE SiGN

EN 13329 ve EN 14041:2018’e standardi baz
alinarak tretilen AGT BELLA parke tim tipleri ve
versiyonlari /

According to EN 13329 and EN 14041:2018 AGT
BELLA parquet all types and versions

KULLANIM AMACI / AMACLARI /
PURPOSE / PURPOSES OF USE:

EN 14041:2018'e gdre ic mekan uygulamalari igin
zemin kaplama /

14041:2018 floor covering for interio applications

IMALATGI /
MANUFACTURER

AGT Agag San.Tic.A.$. Organize San.
Bolgesi/ANTALYA-TURKIYE

YETKILI TEMSILCISi /
AUTHORIZED REPRESENTATIVE

PERFORMANS DEGISMEZLIGININ DEGERLENDIRILMESI
VE DOGRULANMASI SISTEMI/SISTEMLERI /
ASSESSMENT AND VERIFICATION OF PERFORMANCE
INVARIENCE SYSTEM / SYSTEMS

EN 14041:2018'e gore Sistem 3/
EN 14041:2018’e gore System 3

UYUMLANDIRILMIS STANDART /
HARMONIZED STANDARD

EN 14041:2018

ONAYLANMIS KURULUS / KURULUSLAR /
NOTIFIED BODY / BODIES

Notified Body No.1389 - MENDELU, The Joinery
Products Testing Insitute in Zlin, Louky 304

[




OAGT

PERFORMANS BEYANI/ PERFORMANCE STATEMENT
BLLO1

OAGT

BEYAN EDILEN PERFORMANS / PERFORMANSLAR / DECLARED PERFORMANCE/S

KARATERISTIGI /
OZELLIKLERI /

HARACTERISTICS

TEST BILGILERIi / TEST
INFORMATION

PERFORMANS/SIN

UYUMLANDIRILMIS
STANDART /

IFLANDIRMA / HARMONIZED

EN 13501-1’'E GORE
YANGINA TEPKi /
REACTION TO FIRE
ACCORDING TO EN 13501-
1+ A1

Test No. AZL 18/0470 issued
on 06.06.2018 AZL No. 1001-
Textile Testing institute,
Vaclavska 6, Brno

CLASSIFICATION

STANDARD

EN 14041:2018

EN 13893’'E GORE KAYMA
DIRENCI / SLIP
RESISTANCE ACCORDING
TO EN 13893

Test No. AZL 18/0470 issued
on 06.06.2018 AZL No. 1001-
Textile Testing

EN 14041:2018

EN 717-1’ E GORE
FORMALDEHIT SINIFI /
FORMALDEHYDE CLASS
ACCORDING TO EN 717-1

Test Report No. AB-0001-T
issued on 07.08.2020 402091
— TSE Construction Materials
Laboratory (Gebze)

TSEN717-1

CEN/TR 14823:2203 E GORE
AHSAP-AZ
KROMATOGRAFIK
YONTEMLE
PENTAKLOROFENOL
KANTITATIF TAYINi /
QUANTITATIVE
DETERMINATION OF
PENTACHLOROPHENOL iN
WOOD -
CHROMATOGRAPHIC
METHOD ACCORDING TO
CEN/TR 14823:2203

Test Report No. AZL-N-004-18
issued on 17.05.2018 AZL
No.1030.1-
MENDULE,workplace
Brno,Lesnicka 39

EN 14041:2018

<0,1mg/kg [ppm)

EN 12664’E GORE ISIL
DIRENC DEGERIi / THERMAL
RESISTANCE VALUE
ACCORDING TO EN 12664

Test Report No. 443029 TSE
Deney ve Kalibrasyon Merkezi
Baskanhd Yapi Malzemeleri
Yangin ve Akustik
Laboratuvari Mudurlugi / Test
No. 443029 Headship Of Tse
Test And Calibration Center
Construction Materials Fire
And Acoustics Laboratory
Directorate

EN 14041:2018

NALFA LF-01-2019

North Carolina State University
Wood Product Laboratory,
Project number: WPL 20-1813

NALFA Standards
Publication LF 01-2019

EPD GEVRESEL URUN
BEYANI / ENVIRONMENTAL
PRODUCT DECLARATIONS,
EPD

EPD international AB Box 210
60 SE-100 31, Stockholm
Sweden, EPD Registration
Number: S-P-01915

S-P-01915 EPD® ISO 14025 ve EN
www.epdturkey.org 15804:2012+A2:2019
Lo
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I AGT PERFORMANS BEYANI / PERFORMANCE STATEMENT
BLLO1

OAGT

PERFORMANS/SIN  UYUMLANDIRILMIS

STANDART /
IFLANDIRMA /
INFORMATION HARMONIZED
HARACTERISTICS CLASSIFICATION STANDARD

KARATERISTIGI / ety e
OZELLIKLERI / TEST BILGILERI / TEST

On the basis of the contract on
the use of the environmental

BLUEANGEL label no. 34338 based on DE-
UZ 176 Edition 2013

www.blaver-engel.de/uz1
low emissicns and pollutants
wood from sustainabia forestr ECO LABEL
- o adverse impact on health it
Iving snvironment

@VIITZAIION

loivsiandidnA

: , HOHENSTEIN lab. GmbH Co.
e sy KG, Test Report No: DIN EN ISO 20743
20.8.3.0380

ELEKTROSTATIK

OZELLIKLER/ NPD EN 1815
ELECTROSTATIC EN1081
PROPERTIES

TERMAL ILETKENLIK / NPD EN 12667
THERMAL CONDUCTIVITY EN ISO 10456

Yukaridaki maddelerde, 305/2011 sayili yonetmelik

(AB) geregince hazirlanmis olup, performans
Uygun Teknik Belge ::Eltzil;r;ubekaarﬁ|Ladciil|r?1|inta:r dair uygunlugu 02.07.2018
velveya Ozel Teknik y Bl

Belgelendirme /

Appropriate Technical Dokiiman 06.04.2021(2.) tarihinde revize edilmistir. /

Docu_m entatlop and/ or It has been prepared in accordance with Regulation

Special Technical

Documantation (EU) No 305/2011 anq has peep declared on
02.07.2018 for its compliance with its performance
statement.

The document was revised on 06.04.2021(2.)

isiMm / NAME
GULTEKIN SILAHSOR

UNVAN /TITLE
ENDUSTRIYEL GELISIM VE KALITE DIREKTORU /
INDUSTRIAL DEVELOPMENT AND QUALITY DIRECTOR

Iw



OAGT 0AGT

C€

AGT Agag San. Tic. A.S., Organize Sanayi Bélgesi
3. Kisim, 35. Cadde Antalya, 07190 Tirkiye

19
Performans Beyan No / Perfomance Declaration No: EFFCTO1

TS EN 14041: 2018 ‘e gore, AGT lominat parke tim
tipleri ve versiyonlari / All types and versions of AGT laminate
flooring according to TS EN 14041: 2018

Kullanim Yeri / Place of use: ic mekan/Interior
Yangma Tepki / Reaction to fire: Ch-s1
Kayganhk / Slipperiness: DS

Formaldehit / Formaldehyde: El /EO
[ENZ17-1 / TSEN717-1)

Pentaldorofenol Kantitatif /

Pentachlorophenol quantitatives: DL

PERFORMANS BEYANI/ PERFORMANCE STATEMENT

URUN TURUNUN TANIMLAYICI / KIMLIK KODU / EFECTO1
PRODUCT TYPE IDENTIFICATION CODE / ID CODE

EN 13329 ve EN 14041:2018'e standardi baz

TUR VE TANIMLAYICI iSARET / gllna_rak Uretil'en AGT MARCO POLO parke tim
tipleri ve versiyonlari /

TYFE ANDDESCRIFTINE SloN According to EN 13329 and EN 14041:2018 AGT
MARCO POLO parquet all types and versions

EN 14041:2018'e gore i¢ mekan uygulamalari icin
zemin kaplama /

14041:2018 floor covering for interio applications

IMALATCI / AGT Agac San.Tic.A.$. Organize San.
MANUFACTURER Bolgesi/ANTALYA-TURKIYE

KULLANIM AMACI / AMACLARI/
PURPOSE / PURPOSES OF USE:

YETKILiI TEMSILCISIi /
AUTHORIZED REPRESENTATIVE

PERFORMANS DEGISMEZLIGININ DEGERLENDIRILMESI

VE DOGRULANMASI SISTEMI/SISTEMLERI / EN 14041:2018'e gére Sistem 3 /
ASSESSMENT AND VERIFICATION OF PERFORMANCE ~ EN 14041:2018' gére System 3
INVARIENCE SYSTEM / SYSTEMS

UYUMLANDIRILMIS STANDART / _
HARMONIZED STANDARD EN 14041:2018

ONAYLANMIS KURULUS / KURULUSLAR/ Notified Body No.1389 — MENDELU, The Joinery
NOTIFIED BODY / BODIES Products Testing Insitute in Zlin, Louky 304

=Y



OAGT

PERFORMANS BEYANI/ PERFORMANCE STATEMENT
EFFCTO1

OAGT

BEYAN EDILEN PERFORMANS / PERFORMANSLAR / DECLARED PERFORMANCE/S

KARATERISTIGI /

OZELLIKLERI /
HARACTERISTICS

TEST BILGILERI / TEST
INFORMATION

PERFORMANS/SIN

IFLANDIRMA /

CLASSIFICATION

UYUMLANDIRILMIS
STANDART /
HARMONIZED

EN 13501-1’E GORE
YANGINA TEPKI /
REACTION TO FIRE
ACCORDING TO EN 13501-
1+ A1

Test No. AB-001-T 13292-
13276 issued on 25.02.2022 -
TSE Construction Materials
Fire and Acoustics Laboratory

STANDARD

EN 14041:2018

EN 13893’'E GORE KAYMA
DIRENCI / SLIP
RESISTANCE ACCORDING
TO EN 13893

Test No. AZL-N-001-19 issued
on 12.03.2019 ATL No.1030.1
— MENDELU, workplace Brno,
Lesnicka 39

EN 14041:2018

EN 717-1’ E GORE
FORMALDEHIT SINIFI /
FORMALDEHYDE CLASS
ACCORDING TO EN 717-1

Test Report No. AB-0001-T
658176 12-21 issued on
30.07.2021 - TSE
Construction Materials
Laboratory (Gebze)

TS EN 717-1

CEN/TR 14823:2203 E GORE
AHSAP-AZ
KROMATOGRAFIK
YONTEMLE
PENTAKLOROFENOL
KANTITATIF TAYINi /
QUANTITATIVE
DETERMINATION OF
PENTACHLOROPHENOL iN
WOO0D -
CHROMATOGRAPHIC
METHOD ACCORDING TO
CEN/TR 14823:2203

Test No. AZL-N-001-19 issued
on 12.03.2019 ATL No.1030.1
— MENDELU, workplace Brno,
Lesnicka 39

L]

DL
PCP

<0,1mg/kg (ppm)

EN 14041:2018

EN 12664’E GORE ISIL
DIRENG DEGERI / THERMAL
RESISTANCE VALUE
ACCORDING TO EN 12664

Test Report No. 443030 TSE
Deney ve Kalibrasyon Merkezi
Bagkanligi Yapi Malzemeleri
Yangin ve Akustik
Laboratuvari Mudarlugu / Test
No. 443030 Headship Of Tse
Test And Calibration Center
Construction Materials Fire
And Acoustics Laboratory
Directorate

111

=1

YERDEN ISITMAYA
UYGUN /
HEATING SYSTEM

EN 14041:2018

NALFA LF-01-2019

North Carolina State University
Wood Product Laboratory,
Project number: WPL 20-1813

NALFA Standards
Publication LF 01-2019

EPD GEVRESEL URUN
BEYANI / ENVIRONMENTAL
PRODUCT DECLARATIONS,
EPD

EPD international AB Box 210
60 SE-100 31, Stockholm
Sweden, EPD Registration
Number: S-P-01915

S-P-01915 EPD”
www.epdturkey.org
.

ISO 14025 ve EN
15804:2012+A2:2019

N




0 AGT 0AGT

T UYUMLANDIRILMIS
KARBMER S ] TEST BILGILERI / TEST ~ PERFORMANSISIN STANDART /

OZELLIKLERI / IFLANDIRMA /
HARACTERISTICS INFORMATION CLASSIFICATION Hgf&%‘ﬂgg"

the use of the environmental S
label no. 34338 based on DE- s, ~ i AL IR

no edverse Impact on heakth
UZ 176 Edition 2013 hrg e EN 16516

On the basis of the contract on wwwbiaverengelde/zl  BIN 1SO 16000 PART
BLUE ANGEL @

Test Report No: Maic-2021 EMISSIONS DANS L'AIR INTERIEUR EN 16516 1SO 16000
1015 Maic-2021-1015
_ 3,6,9,11 ASTM D5116-
(This Is A Re-Evaluation Of
10 (FRENCH VOC
Results Reported In Maic- CLASSES)
2019-4905)

VOC YONETMELIGI /
VOC REGULATION

HOHENSTEIN lab. GmbH Co.
KG, Test Report No:
20.8.3.0380

ANTIBAKTARIYEL /

ANTIBACTERIAL DIN EN ISO 20743

Test Report No: 2021271266

Eurolab Turcert Teknik i
MIGRASYON TESTI / Kontrol ve Belgelendirme TS EN 13130-1
MIGRATION TEST A.S / Eurolab Turcert
Technical Control and FOOD GRADE
Certification Inc.
ELEKTROSTATIK
OZELLIKLER/ NPD EN 1815
ELECTROSTATIC EN1081
PROPERTIES
TERMAL ILETKENLIK / NPD EN 12667
THERMAL CONDUCTIVITY EN ISO 10456
Uygun Teknik Belge Yukaridaki maddelerde, 305/2011 sayili yonetmelik
velveya Ozel Teknik (AB) geregince hazirlanmig olup, performans
Belgelendirme / tablosunu karsiladigina dair uygunlugu 10.08.2022
Appropriate Technical tarihinde beyan edilmistir.

Documentation and / or

Special Technical

Documentation It has been prepared in accordance with Regulation
(EU) No 305/2011 and has been declared on
10.08.2022 for its compliance with its performance
statement.

isiMm / NAME _
GULTEKIN SILAHSOR

UNVAN / TITLE o o
ENDUSTRIYEL GELISIM VE KALITE DIREKTORU /
INDUSTRIAL DEVELOPMENT AND QUALITY DIRECTOR

o (202,249
x. 0.2 16
8 .ol 0B 074 211k

(Y
1 Disire

;, l‘—-“i H']‘I “.“‘J
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UAGT OAGT

C€

AGT Agag San. Tic. A.S., Organize Sanayi Bélgesi
3. Kisim, 35. Cadde Antalya, 07190 Tirkiye

19
Performans Beyan No / Perfomance Declaration No: EFFCTO1

TS EN 14041: 2018 ‘e gore, AGT laminat parke tim
tipleri ve versiyonlar / All types and versions of AGT lominate
flooring according to TS EN 14041: 2018

Kullanim Yeri / Place of use: ic mekan/Interior

Yangmna Tepki / Reaction to fire: Ch-s1

Kayganlk / Slipperiness: DS i
Formaldehit / Formaldehyde: E1 /EO

[EN717-1 /TSEN717-1}

Pentaklorofenol Kantitatif /
Pentachlorophenol quantitatives: DL

PERFORMANS BEYANI/ PERFORMANCE STATEMENT

URUN TURUNUN TANIMLAYICI / KIMLIK KODU / EFECTO1
PRODUCT TYPE iDENTIFICATION CODE / ID CODE

EN 13329 ve EN 14041:2018’e standardi baz
alinarak uretilen AGT YOGA parke tim tipleri ve
versiyonlari /

According to EN 13329 and EN 14041:2018 AGT
YOGA parquet all types and versions

EN 14041:2018’e gore i¢c mekan uygulamalari igin
zemin kaplama /

14041:2018 floor covering for interio applications

IMALATCI / AGT Agac San.Tic.A.S. Organize San.
MANUFACTURER Bolgesi/ANTALYA-TURKIYE

TUR VE TANIMLAYICI iSARET /
TYPE AND DESCRIPTIVE SIGN

KULLANIM AMACI / AMACLARI /
PURPOSE / PURPOSES OF USE:

YETKILI TEMSILCISI /
AUTHORIZED REPRESENTATIVE

PERFORMANS DEGISMEZLIGININ DEGERLENDIRILMESI

VE DOGRULANMASI SiSTEMIi/SISTEMLERI / EN 14041:2018’e gore Sistem 3 /
ASSESSMENT AND VERIFICATION OF PERFORMANCE  EN 14041:2018'¢ gére System 3
INVARIENCE SYSTEM / SYSTEMS

UYUMLANDIRILMIS STANDART /
HARMONIZED STANDARD

EN 14041:2018

ONAYLANMIS KURULUS / KURULUSLAR / Notified Body No.1389 — MENDELU, The Joinery
NOTIFIED BODY / BODIES Products Testing Insitute in Zlin, Louky 304

[B=Y



OAGT

PERFORMANS BEYANI/ PERFORMANCE STATEMENT
EFFCTO1

OAGT

BEYAN EDILEN PERFORMANS / PERFORMANSLAR / DECLARED PERFORMANCE/S

KARATERISTIGI /

OZELLIKLERI /
HARACTERISTICS

TEST BILGILERI / TEST
INFORMATION

PERFORMANS/SIN

IFLANDIRMA /

CLASSIFICATION

UYUMLANDIRILMIS
STANDART /
HARMONIZED

EN 13501-1’E GORE
YANGINA TEPKIi /
REACTION TO FIRE
ACCORDING TO EN 13501-
1+ A1

Test No. AB-001-T 13292-
13276 issued on 25.02.2022 -
TSE Construction Materials
Fire and Acoustics Laboratory

STANDARD

EN 14041:2018

EN 13893’E GORE KAYMA
DIRENCI / SLIP
RESISTANCE ACCORDING
TO EN 13893

Test No. AZL-N-001-19 issued
on 12.03.2019 ATL No.1030.1
— MENDELU, workplace Brno,
Lesnicka 39

EN 14041:2018

EN 717-1’ E GORE

Test Report No. AB-0001-T

DETERMINATION OF
PENTACHLOROPHENOL iN
WOOD -
CHROMATOGRAPHIC
METHOD ACCORDING TO
CEN/TR 14823:2203

— MENDELU, workplace Brno,
Lesnicka 39

<0,1mg/kg (ppm)

FORMALDEHIT SINIFI / skl bl o EO 1S EN 7171
FORMALDEHYDE CLASS stion Matarl
ACCORDING TO EN 717-1 Construction Materials HCHO
Laboratory (Gebze)
CEN/TR 14823:2203 E GORE
AHSAP-AZ _
KROMATOGRAFIK
YONTEMLE
ey e gy Test No. AZL-N-001-19 issued " DL
QUANTITATIVE on 12.03.2019 ATL No.1030.1 m EN 14041:2018

EN 12664’E GORE ISIL
DIRENC DEGERI / THERMAL
RESISTANCE VALUE
ACCORDING TO EN 12664

Test Report No. 443030 TSE
Deney ve Kalibrasyon Merkezi
Baskanhd: Yapi Malzemeleri
Yangin ve Akustik
Laboratuvari Mudurluga / Test
No. 443030 Headship Of Tse
Test And Calibration Center
Construction Materials Fire
And Acoustics Laboratory
Directorate

nn

YERDEN ISITMAYA
UYGUN/
HEATING SYSTEM

EN 14041:2018

NALFA LF-01-2019

North Carolina State University
Wood Product Laboratory,
Project number: WPL 20-1813

NALFA Standards
Publication LF 01-2019

EPD GEVRESEL URUN
BEYANI / ENVIRONMENTAL
PRODUCT DECLARATIONS,
EPD

EPD international AB Box 210
60 SE-100 31, Stockholm
Sweden, EPD Registration
Number: S-P-01915

S-P-01915 EPD®
www.epdturkey.org
T

ISO 14025 ve EN
15804:2012+A2:2019

N
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e UYUMLANDIRILMIS
KARQUERISHG!/ TESTBIUGILERI F TEST: 1 - Shd AN S{E STANDART /

OZELLIKLERI / IFLANDIRMA /
HARACTERISTICS g Tt o) CLASSIFICATION ~ NaRMONZED

the use of the environmental N e R Ny
label no. 34338 based on DE- e, R A 1 RND DI

- no adverse impact on heakth I
UZ 176 Edition 2013 g enpiravhert EN 16516

On the basis of the contract on wwwblaverngelde’ izt N |SO 16000 PART
BLUE ANGEL @

Test Report No: Maic-2021- [EMISSIONS DANS L'AIR INTERIEUR']

1015 Maic-2021-1015 palgdols Ca
o 3,6,9,11 ASTM D5116-

(This Is A Re-Evaluation Of 10 (FRENCH VOC

Results Reported In Maic- CLASSES)

2019-4905)

VOC YONETMELIGI /
VOC REGULATION

HOHENSTEIN lab. GmbH Co.
KG, Test Report No:
20.8.3.0380

ANTIBAKTARIYEL /

ANTIBACTERIAL DIN EN ISO 20743

Test Report No: 2021271266
Eurolab Turcert Teknik
MiIGRASYON TESTi / Kontrol ve Belgelendirme
MIGRATION TEST A.$ / Eurolab Turcert
Technical Control and
Certification Inc.

TS EN 13130-1

ELEKTROSTATIK

OZELLIKLER/ NPD EN 1815
ELECTROSTATIC EN1081
PROPERTIES

TERMAL ILETKENLIK / NPD EN 12667
THERMAL CONDUCTIVITY EN ISO 10456

Uygun Teknik Belge
ve/veya Ozel Teknik
Belgelendirme /
Appropriate Technical

Yukaridaki maddelerde, 305/2011 sayili yénetmelik
(AB) geregince hazirlanmis olup, performans
tablosunu karsiladidina dair uygunlugu 10.08.2022

tarihinde beyan edilmistir.

Documentation and / or

Special Technical '

Documentation It has been prepared in accordance with Regulation
(EU) No 305/2011 and has been declared on
10.08.2022 for its compliance with its performance

statement.

iSiM / NAME _
GULTEKIN SILAHSOR

UNVAN/TITLE o
ENDUSTRIYEL GELISIM VE KALITE DIREKTORU /
INDUSTRIAL DEVELOPMENT AND QUALITY DIRECTOR
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OAGT 0AGT

AGT Logelu
Yazsy Koruma Streci

I Yuzey Koruma
| Streci

ARt Katman

PERFORMANS BEYANI/ PERFORMANCE STATEMENT

URUN TURUNUN TANIMLAYICI / KiMLIK KODU /

PRODUCT TYPE IDENTIFICATION CODE / ID CODE AGT PANEL

TS EN 13986+A1standardl baz alinarak uretilen
TUR VE TANIMLAYICI iSARET / AGT PANEL tuim tipleri ve versiyonlari /
TYPE AND DESCRIPTIVE SIGN According to TS EN 13986+A1 AGT PANEL all
types and versions
TS EN 13986+A1 Yapilarda kullanilan ahsap

esasli levhalar-Karakteristikler, uygunlugun

KULLANIM AMACI / AMACLARI / degerlendiriimesi ve isaretleme /

PURPOSE / PURPOSES OF USE: TS EN 13986+A1 Wood-based panels for use in
construction - Characteristics, evaluation of
conformity and marking

IMALATGI/ AGT Agag San.Tic.A.S. Organize San.

MANUFACTURER Bolgesi/ANTALYA-TURKIYE

YETKILI TEMSILCISI /
AUTHORIZED REPRESENTATIVE

PERFORMANS DEGISMEZLIGININ DEGERLENDIRILMESI
VE DOGRULANMASI SISTEMIi/SISTEMLERI /
ASSESSMENT AND VERIFICATION OF PERFORMANCE
INVARIENCE SYSTEM / SYSTEMS

UYUMLANDIRILMI§ STANDART /
HARMONIZED STANDARD

Sistem 2 / System 2

TS EN 13986:2004+A1:2015

TSE Turkish Standars Institution, Effectis Era
Avrasya Testing and Certification, EPD
international AB Box 210 60 SE-100 31,
Stockholm Sweden, RISE Research Institutes of
Sweden AB, Eurolab Tircert Technical Control
and Certification Inc.

ONAYLANMIS KURULUS / KURULUSLAR/
NOTIFIED BODY / BODIES

[EY



OAGT OAGT

PERFORMANS BEYANI/ PERFORMANCE STATEMENT
PANEL

BEYAN EDILEN PERFORMANS / PERFORMANSLAR / DECLARED PERFORMANCE/S

PERFORMANs/sIN ~ UYUMLANDIRILMIS

KARATERISTIGI /

OZELLIKLERI / EREE et IFLANDIRMA / L
HARACTERISTICS CLASSIFICATION STANDARD
EN 13501-1’E GORE Test No. ERA-17-003 issued
YANGINA TEPKi / on 05.01.2017, Effectis Era
REACTION TO FIRE Avrasya Testing and D-s1,d2 EN 13501-1+A1
ACCORDING TO EN 13501- Certification, Cayirova,Kocaeli,
14+ A1 Tirkiye
EN 717-1’ E GORE Test Report No. AB-0001-T
FORMALDEHIT SINIF1 / issued on 30.07.2021/614168 m TS EN 717-1
FORMALDEHYDE CLASS — TSE Construction Materials
ACCORDING TO EN 717-1  Laboratory (Gebze) el
TSCA CARB FORMALDEHIT  Test Report No. AO-0008708- v
EMISYONU / TSCA CARB 1109561-1 issued on Bax CARB 2 / EPA
FORMALDEHYDE EMISSION 23.02.2022 — RISE Research
- MDF Institutes of Sweden AB o
EPD GEVRESEL URUN EPD International AB Box 210
BEYANI / ENVIRONMENTAL 60 SE-100 31, Stockholm miie EERS gg&_;‘é%ixgggw
PRODUCT DECLARATIONS, Sweden, EPD Registration i e 30 ' '
EPD Number: S-P-01914 —
Test Report No: 2021271267 i
: : Eurolab Tircert Teknik Kontrol
DGR AR TN TESTLS ve Belgelendirme A.S / Qr TS EN 13130-1
MIGRATION TEST . :
Eurolab Tircert Technical FOOD GRADE
Control and Certification Inc.

AGT PANEL TEKNIK OZELLIKLER
PROPERTIES OF AGT FIBER SHEET PANEL

TEST
STANDARDI

| ISTENILEN DEGER |

| TEST STANDARD \ REQUIRED VALUE |

BiRIiM
UNIT

OZELLIKLER
SPECIFICATION

YAPISMA DAYANIMI (ON YUZEY )
ADHESIVE RESISTANCE (FRONT  N/mm?
SURFACE)

YAPISMA DAYANIMI (ARKA
YUZEY)
ADHESIVE RESISTANCE (BACK
SURFACE)

SICAKLIK DAYANIMI (ON YUZEY )
TEMPERATURE RESISTANCE  <C <80 <80
(FRONT SURFACE)
SICAKLIK DAYANIMI (ARKA
YUZEY)
TEMPERATURE RESISTANCE
(BACK SURFACE)

SONUCLAR
RESULTS

EN 323

N/mm? EN 323

N



OAGT OAGT

AGT PANEL TEKNIK OZELLIKLER
PROPERTIES OF AGT FIBER SHEET PANEL

| ISTENILEN DEGER | SONUGLAR

OZELLIKLER BiRIM
SPECIFICATION UNIT | REQUIRED VALUE RESULTS

STANDARDI
TEST STANDARD

FORMALDEHIT SALINIMI (KAPLI
LEVHA)
FORMALDEHYDE RELEASE
(COATED SHEET)
MIKRO CIZILMELERE KARSI
YUZEY DIRENCININ
DEGERLENDIRILMESI % degisim TSCEN/TS

EVALUATION OF SURFACE ° ¥ 16611 (Method A)
RESISTANCE TO MICRO-
SCRATCHES
SOGUK SIVILARA DAYANIM
(KIMYASALLARA DAYANIM)
RESISTANCE TO COLD LIQUIDS
(RESISTANCE TO CHEMICALS)
KURU ISIYA KARSI YUZEY
DAYANIKLILIGI (70 oC)
SURFACE RESISTANCE TO DRY
HEAT (70°C)

ISLAK SICAKLIGA KARSI YUZEY
DAYANIKLILIGIN TAYINI (70 °C)
(PET, PVC VE PVC+PET

FOLYOLARDA) Sinif EN 12721 5 5
DETERMINATION OF SURFACE
RESISTANCE TO WET
TEMPERATURE (70°C)

<1,75 mg/ m*h (EO

mg/ m? h EN I1SO 12460-3 limit) 0,42 mg/ m*h

Sinif EN 12720+A1 5 ]

Sinif EN 12722 5 5

Kisa kenarda (1220 Kisa kenarda (1220

PANEL DONUKLUK TOLERANSI - mm) £ 4 mm mm) £ 4 mm
PANEL WARPING TOLERANCE Uzun kenarda (2880  Uzun kenarda (2880
mm) £ 10 mm mm) < 10 mm

MDF OZELLIKLER
_PROPERTIES OF AGT FIBER SHEET

OZELLIKLER ~ BiRIM | TESTSTANDARDI | ISTENILENDEGER |  SONUGLAR
SPECIFICATION UNIT | TESTSTANDARD | REQUIRED VALUE | RESULTS
8 mm min.790 Kg/m?
20 Kg/m®
% . 8 mm: 780 Kg/m?®
YOGUNLUK (HAM MDF) 3 16 mm S: min.705 , 3
DENSITY (RAW MDF) kgim® | EN 322 Kg/m? £ 20 Kg/m? gdhilie s
: 18 mm S: 690 Kg/m
18 mm S: min.690
Kg/m® + 20 Kg/m?
KALINLIK TOLERANSI EN 324-1
THICKNESS TOLERANCE mm EN 622-1 1,20 mth bdl ek
EN VE BOY TOLERANSI o EN324 +2 mm/m, + 2 mm/m,
LENGTH AND WIDTH TOLERANCE EN 622-1 maximum = 5 mm maximum + 5 mm
KARELIK TOLERANSI oo EN324-2 — R
SQUARENESS TOLERANCE EN 622-1
KENAR DUZLUGU TOLERANSI EN 324-2
TOLERANCE OF SIDE mm/m EN 622-1 1.5 mm/m 1.5 mm/m
SMOOTHNESS

Iw



PERFORMANS BEYANI/ PERFORMANCE STATEMENT
PANEL OAGT

MDF OZELLIKLER
§ s PROPERTIES OF AGT FIBER SHEET 7
OZELLIKLER . BiRIM ‘ TEST STANDARDI | iSTENILEN DEGER | SONUCLAR
SPECIFICATION UNIT TEST STANDARD REQUIRED VALUE RESULTS
KALINLIKTA SISME
24 SAAT . EN 317 8 mm < 17%, 8 mm: 14%,
INFLATION IN THICKNESS 24 ° EN 622-5 16-18 mm < 12% 16-18 mm: 8%
HOURS
EGILME DAYANIMI Nmmz  EN310 8 mm z 23 N/mm?, 8 mm: 37 N/mm?,
BENDING RESISTANCE EN 622-5 16-18 mm = 20 N/mm?  16-18 mm: 32 N/mm?
- 1 e ik 2
EGILME ELASTIKIYETMODULD ~, EN 310 ST SR AT | SNIes M
FLEXURAL ELASTICITY MODULE EN 622-5 e -
N/mm?, N/mm
- X = 8 mm: 1,10 N/mm?
YUZEY SAGLAMLIGI . $ RS
SURFACE STRENGTH NimER® | EN 311 > 1 N/mms 1016 mm: 1,40
N/mm
" 2 . 2
s o Tl N/mmz ~ EN 319 (GAB D 2068 | 18 Bmin 0GD
INNER ADHESION EN 622-5 = e
N/mm? N/mm?
EPA 40 CFR TSCA
Title VI § 770.10 and
: = California Code of
FORMALDEHIT iCERIGI : .
ppm Regulations, sections <0,11 ppm 0,07ppm
FORMALDEHYDE CONTENT 93120-93120.12
ASTM E 1333-14
ASTM D 6007-14
NEM ICERIGI ” EN 322 0 .
HUMID CONTENT Yo EN 622-1 A - TR 7%5,70

FOLYO OZELLIKLER
PROPERTIES OF FOLIO

OZELLIK TEST STANDARDI ISTENILEN DEGER SONUGLAR
SPECIFICATION | ' TEST STANDARD REQUIRED VALUE RESULTS
KALINLIK (HG)
THICKNESS (HG) mm EN ISO 11833-2 0,30 + 10% 0,30 mm
0,20 mm
KALINLIK (SOFT TOUCH) T :
THICKNESS (SOFT TOUCH) mm EN ISO 11833-2 0,20 £ 10% E:H]T) Siena Ahsap:0,30
KALINLIK (SUPRAMAT)
THICKNESS (SUPRAMAT) ™™ EN ISO 11833-2 0,25 £ 10% 0,25 mm
KALINLIK (ARKA YUZEY
FOLYO) o
THICKNESS (BACK mm EN ISO 11833-2 0,15+ 10% 0,15 mm
SURFACE FOIL)
PARLAKLIK (HG) o
GLOSSINESS (HG) 20 EN ISO 2813 > 80 82
TOZEY PURLZLULYGU (HE) Ra, um EN ISO 4288 <0,10 ym 0,02 ym

SURFACE ROUGHNESS (HG)

YUZEY GERILIMI (ON YUZEY)
SURFACE TENSION (FRONT mN/m ISO 8296 > 38 mN/m 38 mN/m - 40 mN/m
SURFACE FOIL

(E-3
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PERFORMANS BEYANI/ PERFORMANCE STATEMENT
PANEL

FOLYO OZELLIKLER
PROPERTIES OF FOLIO

iSTENILEN DEGER
" REQUIRED VALUE

TEST STANDARDI
TEST STANDARD

BiRIiM
UNIT

OZELLIK
SPECIFICATION

YUZEY GERILIMI (ARKA
YUZEY)
SURFACE TENSION (BACK
SURFACE FOIL)

RENK OLGUMU (AE)
COLOR MEASUREMENT (AE)

GIZILME DAYANIMI
(SUPRAMAT)
SCRATCH RESISTANCE
(SUPRAMAT)
GIZILME DAYANIMI (SOFT
TOUCH)
SCRATCH RESISTANCE
(SOFT TOUCH)

GIZILME DAYANIMI (HG)
SCRATCH RESISTANCE (HG)

GIZILME DAYANIMI (ARKA
YUZEY)
SCRATCH RESISTANCE
(BACK SURFACE FOIL)
GIZILME DAYANIMI
(SUPRAMAT)
SCRATCH RESISTANCE
(SUPRAMAT)
GIZILME DAYANIMI (SOFT
TOUCH)
SCRATCH RESISTANCE
(SUPRAMAT)

CIZILME DAYANIMI (HG)
SCRATCH RESISTANCE (HG)

CIZILME DAYANIMI (ARKA
YUZEY)
SCRATCH RESISTANCE
(BACK SURFACE FOIL)

UV DAYANIMI (AE)
UV RESISTANCE (AE)

mN/m ISO 8296 2 38 mN/m

e DIN 5033-4 =0.80

H ISO 15184

H ISO 15184

H ISO 15184

H ISO 15184

N ISO 4586-2 20.5 N

N ISO 4586-2 20.5N

N ISO 4586-2 20.5 N

N ISO 4586-2 205N

50 hours TS EN 4892 (1-2-3) <0.80

POLIURETAN TUTKAL OZELLIKLER

PROPERTIES OF POLYURETHANE GLUE

OAGT

SONUGCLAR
RESULTS

38 mN/m - 40 mN/m

<0.80

6H

3H

2H

1,5N

1N

0,5-1N

05N

<0.80

v Poliliretan bazli reaktif hotmelt yapigtiric sistem
Polyurethane based reactive hot melt adhesive system
v Cok yiiksek 1s1 dayamimi (> 150 °C) ve sogjukta esneklik
White heat resistance (>150°C) and elastically in cold
v Yiksek ilk yapisma kuvveti

High first adhesion power

v Birkag giin iginde kimyasal bag olusturma
Chemical bond formation in a couple of days

v Suya kargi kusursuz dayanim

Perfect resistance against water

v Thermoset formation of adhesion connection

v Resistance against several solvers

I
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PERFORMANS BEYANI/ PERFORMANCE STATEMENT
PANEL

LEKE DAYANIM TESTLERI
STAIN RESISTANCE TESTS

ZAMAN ON YUZEY § ARKA YUZEY
SUBSTANCE TIME ‘ FRONT SURFACE BACK SURFACE
KAHVE
COFFEE 16h 2 S
suT
MILIE 16h 5 5
su
WATER 16h S 5
ASETON
ACETONE 10s 2 4
ZEYTINYAG
OLIVE OIL 16h 5 S
TEMIiZLEME DETERJANI 1h 5 .
CLEANING DETERGENT
DEGERLENDIRME |
LIV TANIM
KRITER DESCRIPTION

NUMERICAL RATING |

Degisiklik gérulmediginde

No change
Test area indistinguishable from adjacent surrounding area

Yalnizca belirli agidan bakildidinda parlaklik ve/veya rengindeki hafif degisiklik
Minor change
Test area distinguishable from adjacent surrounding area, only when the light source is mirrored on the test surface and is
reflected towards the observer's eye, e.g. discoloration, change in gloss and colour no change in the surface structure, e.g.
swelling, fibre raising, cracking, blistering
Parlaklik ve/veya renginde orta derecede degisiklik
Moderate change
Test area distinguishable from adjacent surrounding area, visible in several viewing directions, e.g. discoloration, change in
gloss and colour o o S
| Parlakliginda ve/veya renginde géze carpacak kadar fark edilebilen degisiklik
| Significant change |
2 Test area distinguishable from adjacent surrounding area, visible in all viewing directions, e.g. discoloration, change in gloss
and colour,
| and /or structure of the surface slightly changed, e.g. swelling, fibre raising, cracking, blistering

(2]

Yizeyde burusukluklar ve/veya kabarciklar olugmasi
Strong change
\ The structure of the surface being distinctly changed :
| and / or discoloration, change in gloss and colour,
and / or the surface material being totally or partially removed,
and / or the filter paper adhering to the surface.

_ Yukaridaki maddelerde, 574/2014 sayili yénetmelik (AB)
Uygun Teknik Belge ve/veya geredince hazirlanmis olup, performans tablosunu
Ozel Teknik Belgelendirme / kargiladigina dair uygunlugu 06.04.2022 tarihinde beyan

Appropriate Technical edilmistir.

Documentation and / or

Special Technical It has been prepared in accordance with Regulation (EU) No
Documentation 574/2014 and has been declared on 06.04.2022 for its

compliance with its performance statement.

iSiM / NAME
GULTEKIN SILAHSOR

UNVAN/TITLE =~ _
ENDUSTRIYEL GELISIM VE KALITE DIREKTORU /
INDUSTRIAL DEVELOPMENT AND QUALITY DIRECTOR
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PERFORMANS BEYANI/ PERFORMANCE STATEMENT
I:I AGT PROFIL I:I AGT

URUN TURUNUN TANIMLAYICI / KIMLIK KODU / AGT PROFIL
PRODUCT TYPE IDENTIFICATION CODE / ID CODE

TS EN 13986+A1standardl baz alinarak uretilen
TUR VE TANIMLAYICI iSARET / AGT PANEL tum tipleri ve versiyonlari /
TYPE AND DESCRIPTIVE SIGN According to TS EN 13986+A1 AGT PROFIL all
types and versions
TS EN 13986+A1 Yapilarda kullanilan ahsap

esasli levhalar-Karakteristikler, uyguniugun

KULLANIM AMACI / AMACLARI / degerlendiriimesi ve isaretleme /

PURPOSE / PURPOSES OF USE: TS EN 13986+A1 Wood-based panels for use in
construction - Characteristics, evaluation of
conformity and marking

IMALATCI / AGT Agag San.Tic.A.S. Organize San.

MANUFACTURER Bolgesi/ANTALYA-TURKIYE

YETKILi TEMSILCISi /
AUTHORIZED REPRESENTATIVE

PERFORMANS DEGISMEZLIGININ DEGERLENDIRILMESI
VE DOGRULANMASI SISTEMI/SISTEMLERI /
ASSESSMENT AND VERIFICATION OF PERFORMANCE
INVARIENCE SYSTEM / SYSTEMS

UYUMLANDIRILMIS STANDART /
HARMONIZED STANDARD

Sistem 2 / System 2

TS EN 13986:2004+A1:2015

TSE Turkish Standars Institution, Effectis Era
Avrasya Testing and Certification, EPD
international AB Box 210 60 SE-100 31,
Stockholm Sweden, RISE Research Institutes of
Sweden AB, Eurolab Tircert Technical Control
and Certification Inc.

ONAYLANMIS KURULUS / KURULUSLAR /
NOTIFIED BODY / BODIES

BEYAN EDILEN PERFORMANS / PERFORMANSLAR / DECLARED PERFORMANCE/S

UYUMLANDIRILMIS

KARATERISTIGI /

PERFORMANS/SIN

OZELLIKLERI / TESITN?:%E,'\:;ETRI'(;J EST IFLANDIRMA / Hsgé‘n':gﬁg%

HARACTERISTICS CLASSIFICATION ST ANBARD
TSCA CARB FORMALDEHIT  Test Report No. AO-0008708- AR
EMISYONU / TSCA CARB 1109561-1 issued on EPA CARB 2 / EPA
FORMALDEHYDE EMISSION 23.02.2022 — RISE Research
- MDF Institutes of Sweden AB L e
EPD CEVRESEL URUN EPD international AB Box 210
BEYANI / ENVIRONMENTAL 60 SE-100 31, Stockholm =i e B 5'885.12%22;;"353119
PRODUCT DECLARATIONS, Sweden, EPD Registration wiww.epdiurkey.org : '
EPD Number: S-P-01914 —

|=2



PERFORMANS BEYANI/ PERFORMANCE STATEMENT
PROFIL I:I AGT

AGT PROFIL TEKNIK OZELLIKLER
PROPERTIES OF AGT FIBER SHEET PROFiIL

o S [ 'ES 2 F 2
OZELLIKLER BIRIM | oS' | ISTENILEN DEGER SONUGLAR
SPECIFICATION U | S ARD | REQUIREDVALUE | RESULTS

YAPISMA DAYANIMI

ADHESIVE RESISTANCE N/mm? ASTM D6862-04 20,55 20,55
SICAKLIK DAYANIMI
TEMPERATURE RESISTANCE ~ °C < 80 < 80
YUZEY SAGLAMLIGI N/ EN 311 - N N

SURFACE STRENGTH

FORMALDEHIT SALINIMI
(KAPLI LEVHA)
FORMALDEHYDE RELEASE
(COATED SHEET)
MIKRO GIZILMELERE KARS|
YUZEY DIRENCININ
DEGERLENDIRILMESI - TSCEN/TS
EVALUATION OF SURFACE 2 98818M 15611 (Metota) =10 =D
RESISTANCE TO MICRO-
SCRATCHES
SOGUK SIVILARA DAYANIM
RESISTANCE TO COLD LIQUIDS  Sinif EN 12720+A1 5 5
(RESISTANCE TO CHEMICALS)
KURU ISIYA KARSI YUZEY
DAYANIKLILIGI (70 °C)
SURFACE RESISTANCE TO DRY
HEAT (70°C)

0,018 mg/ m3-EO

3 <
mg/ m TS EN 717-1 EO sinif Class

Sinif EN 12722 5 5

MDF OZELLIKLER
PROPERTIES OF AGT FIBER SHEET

OZELLIKLER | BIRIM | TESTSTANDARDI | ISTENILENDEGER |  SONUGLAR

REQUIRED VALUE RESULTS
12 mm S: 740 £ 20 Kg/m?,

SPECIFICATION | UNIT TEST STANDARD

16 mm S: 690 + 20 Kg/ms, |2 Mm S: 740,
i 16 mm S: 690,
18 mm Pro: 670 = 20 ]
; Kg/m? 1K8/mT Pro: 660
YOGUNLUK (HAM MDF) . o gime,
DENSITY (RAW MDF) kg | ENGES il Fil- 740 £20 18 mm Prf: 740 Kg/m?,
gim, 22-25 mm S: 715

22-25 mm S: 710 £ 20 Ka/m? '
Kg/m?, grm-,

30 mm S: 720 Kg/m?®
12-16-18 mm: % 0,20

30 mm S: 725+ 20 Kg/m?

KALINLIK TOLERANSI . EN 324-1 12-16-18 mm: = 0,20 mm mm
THICKNESS TOLERANCE EN 622-1 22-25-30 mm: + 0,30 mm 22-25-30 mm: +0,30
mm
ENVEBOVTOLERANSI gy g5 2 2 mmim, + 2 mmim,
EN 622-1 maksimum £ 5 mm maksimum £ 5 mm

TOLERANCE

N
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MDF OZELLIKLER
S PROPERTIES OF AGT FIBER SHEET
OZELLIKLER BiRIM TEST STANDARDI |  ISTENILEN DEGER SONUGLAR
SPECIFICATION UNIT TEST STANDARD REQUIRED VALUE RESULTS
KARELIK TOLERANSI mjm | EN324-2 5 oo —
SQUARENESS TOLERANCE EN 622-1 mmm
KENAR DUZLUGU
TOLERANSI mm/m EN.I24d=2 1.5 mm/m 1.5 mm/m
TOLERANCE OF SIDE EN 622-1 ' '
SMOOTHNESS
KALINLIKTA S15ME 12 mm < %15 12 mm : 9%
24 SAAT % ENATE 16-18 mm < %14 16-18 mm : 8%
INFLATION IN THICKNESS 24 EN 622-5 S5 ST rrK oAy
HOURS
N 3 12 mm: 36 N/mm?
EGILME DAYANIMI Nimmz  EN310 B 16-18 mm: 30 N/mm?
BENDING RESISTANCE EN 622-5 = ,  22-25-30 mm: 32
22-25-30 mm = 18 N/mm 5
N/mm
wr 2 2
EGILME ELASTIKIYET 12 mm 2 2500 N/mm? 12_:“;”{;{1?“2,0208%”‘”’
MODULU Nmmz | EN310 16-18 mm 2 1600 Nimmz - =1
FLEXURAL ELASTICITY EN 622-5 22-25-30 mm = 2100 ,
22-25-30 mm: 3000
MODULE N/mm? N/mm?

12 mm: 0,98 N/mm?

2
12 mm = 0,60 N/mm 16-18: 0,54 N/mm?

iC YAPISMA EN 319

N/mm? 16-18 = 0,45 N/mm?2 )
INNER ADHESION EN 622-5 22-25.30 mm = 0,55 N/mm? 22-25-230 mm: 0,70
N/mm
FORMALDEHIT iCERIGI EN 12460-5
FORMALDEHYDE CONTENT mg/100g < 8 mg/100g E1 Class
NEM iCERIGI EN 322
HUMID CONTENT % EN 622-1 4% 1% 4 % - 1%

FOLYO OZELLIKLER
PROPERTIES OF FOLIO

OZELLIK BiRIM TEST STANDARDI ISTENILEN DEGER SONUGLAR
SPECIFICATION UNIT | TEST STANDARD REQUIRED VALUE RESULTS

KALINLIK (FINISH FOLYO)

THICKNESS (FINISH FOLYO) ™ EN ISO 11833-2 0,20 + 10% 0,20 + 10%
T}ISIIA::LI'(I\I::l_Elg é?gg:Tngngn mm EN ISO 11833-2 0,20 + 10% Eéfi gliglna Ahsap:0,30
AUSLICISIRRAMAT | 1 ENISO 118332 0,25+ 10% 0,25 mm
Tﬁ%&':l'égs(?ﬁé) mm EN ISO 11833-2 0,30 + 10% 0,30 + 10%
FARLAKLIK (10} 200 EN 1SO 2813 > 80 82

GLOSSINESS (HG)

1
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FOLYO OZELLIKLER
PROPERTIES OF FOLIO

OZELLIK TEST STANDARDI | iSTENILEN DEGER | SONUGLAR
SPECIFICATION | TEST STANDARD | REQUIRED VALUE RESULTS

YUZEY PURUZLULUGU (HG)
SURFACE ROUGHNESS (HG) = HM EN SO 4288 <0,10 ym 0,02 pm
YUZEY GERILIMI
SURFACE TENSION mi/m ISO 8296 238 mN/m 38 mN/m - 40 mN/m
RENK OLGUMU (AE)
COLOR MEASUREMENT (AE)

GIZILME DAYANIMI
(SUPRAMAT)
SCRATCH RESISTANCE
(SUPRAMAT)
GIZILME DAYANIMI (SOFT
TOUCH)
SCRATCH RESISTANCE
(SOFT TOUCH)

GIZILME DAYANIMI (HG)
SCRATCH RESISTANCE (HG)

GIZILME DAYANIMI
(SUPRAMAT)
SCRATCH RESISTANCE
(SUPRAMAT)
GIZILME DAYANIMI (SOFT
TOUCH)
SCRATCH RESISTANCE
(SUPRAMAT)

CIZILME DAYANIMI (HG)
SCRATCH RESISTANCE (HG)

- DIN 5033-4 =0.80 =0.80

H ISO 15184 zH 6H

H ISO 15184 2H 3H

H ISO 15184 zH 2H

ISO 4586-2 20.5N 1,5N

=

N ISO 4586-2 20.5N 1N

ISO 4586-2 205N 0,51 N

Z

UV DAYANIMI (AE)

POLIURETAN TUTKAL OZELLIKLER

PROPERTIES OF POLYURETHANE GLUE

v" Poliiiretan bazli reaktif hotmelt yapistirici sistem
Polyurethane based reactive hot melt adhesive system
v" Cok yuksek 1s1 dayanimi (> 150 °C) ve sogukta esneklik
White heat resistance (>150°C) and elastically in cold
v Yiiksek ilk yapisma kuvveti

High first adhesion power

¥ Birkag gun iginde kimyasal bag olusturma
Chemical bond formation in a couple of days

¥" Suya karg! kusursuz dayamm

Perfect resistance against water

v Thermoset formation of adhesion connection

v Resistance against several solvers

(B3
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D AGT PERFORMANS BEYANI/ PERFORMANCE STATEMENT
PROFIL

LEKE DAYANIM TESTLERI
STAIN RESISTANCE TESTS

'ZAMAN "ON YUZEY ' ARKA YUZEY
SUBSTANCE TIME FRONT SURFACE BACK SURFACE
KAHVE
COFFEE 16H S S
sUT
g 16h 5 5
su
WNEEE 16h 5 5
ASETON
ACETONE 10s 2 4
ZEYTINYAG
OLIVE OIL 16h 5 5
TEMIZLEME DETERJANI i . 5

CLEANING DETERGENT

DEGERLENDIRME TANIM

KRITERI
NUMERICAL RATING |
i Degisiklik gériimediginde
5 No change
Test area indistinguishable from adjacent surrounding area

DESCRIPTION

| Minor change
Test area distinguishable from adjacent surrounding area, only when the light source is mirrored on the test surface and is ‘
| reflected towards the observer's eye, e.g. discoloration, change in gloss and colour no change in the surface structure, e.g. \
| ) . - | swelling, fibre raising, cracking, blistering - 3
Parlaklik ve/veya renginde orta derecede degisiklik
3 Moderate change

Test area distinguishable from adjacent surrounding area, visible in several viewing directions, e.g. discoloration, change in
gloss and colour

[ Parlakliginda ve/veya renginde goze garpacak kadar fark edilebilen degisiklik

| | Significant change ‘

| Test area distinguishable from adjacent surrounding area, visible in all viewing directions, e.g. discoloration, change in gloss ‘
and colour,

_and /or structure of the surface slightly changed, e.g. swelling, fibre raising, cracking, blistering

Yuzeyde burusukluklar ve/veya kabarciklar olugmasi ‘
Strong change

The structure of the surface being distinctly changed

and / or discoloration, change in gloss and colour, |
and / or the surface material being totally or partially removed, ‘
and / or the filter paper adhering to the surface.

F-9
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"Uygun Teknik Belge velveya  Yukaridaki maddelerde, 574/2014 sayili yonetmelik (AB)
Ozel Teknik Belgelendirme / geregince hazirlanmig olup, performans tablosunu

Appropriate Technical kargiladigina dair uygunlugu 06.04.2022 tarihinde beyan
Documentation and / or edilmistir.

Special Technical

Documentation It has been prepared in accordance with Regulation (EU) No

574/2014 and has been declared on 06.04.2022 for its
compliance with its performance statement.

ISiM / NAME _
GULTEKIN SILAHSOR

UNVAN / TITLE
ENDUSTRIYEL GELISIM VE KALITE DIREKTORU /
INDUSTRIAL DEVELOPMENT AND QUALITY DIRECTOR
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